3.5" RECESSED HOUSING

Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» Includes adjustable hanger bars with integral nail

» J-Box listed for through-branch circuit wiring (4 in-4 out), five 1/2" knockouts and four romex
knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35 3.5" Line Voltage New Construction NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)

Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» J-Box listed for through-branch circuit wiring (4 in-4 out), five 1/2" knockouts and four romex
knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35-R 3.5" Line Voltage Remodel NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)
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Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» J-Box listed for through-branch circuit wiring (4 in-4 out), five 1/2" knockouts and four romex
knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35-R2 3.5" Line Voltage Remodel NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)
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3.5" RECESSED HOUSING

Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» J-Box listed for through-branch circuit wiring (4 in-4 out), five 1/2" knockouts and four romex
knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35-R2-04 3.5" Line Voltage Remodel NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)

Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» J-Box listed for through-branch circuit wiring (2 in-2 out or 4 in -4 out), five 1/2" knockouts and four
romex knockouts with adjustable clamps

» ETL listed for damp location W/Feed through

C118-35-RD 3.5" Line Voltage Remodel NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)

Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» J-Box listed for through-branch circuit wiring (4 in-4 out), five 1/2" knockouts and four romex
knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35-RJ 3.5" Line Voltage Remodel NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)
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3.5" RECESSED HOUSING

Description

» Housing Must be kept at least 3" away from insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» J-Box listed for through-branch circuit wiring (2 in-2 out or 4 in-4 out), five 1/2" knockouts and four
romex knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35-RCG 3.5" Line Voltage Remodel NON-IC Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)

Description

» Designed for direct contact with insulation

» Can be installed in 1/2" to 1-3/8" thick ceilings

» Includes adjustable hanger bars with integral nail

» J-Box listed for through-branch circuit wiring (4 in-4 out), five 1/2" knockouts and four romex
knockouts with strain clamps

» ETL listed for damp location W/Feed through

C118-35-1A 3.5" Line Voltage New Construction Airtight IC Rated Recessed Housing
Lamp: LED 8W max. (See trim for max wattage)
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3.5" RECESSED TRIM

3.5" Baffle Trim

Lamp: MR16 LED GU5.3 8W Max.

GU10 LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Slot Trim

Lamp: MR16 LED GU5.3 8W Max.

GU10LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Large Gimbal Trim

Lamp: MR16 LED GU5.3 8W Max.

GU10 LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Square Baffle Trim

Lamp: MR16 LED GU5.3 8W Max.

3.5" Reflector Trim

Lamp: MR16 LED GU5.3 8W Max.
GU10 LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Pinhole Trim

Lamp: MR16 LED GU5.3 8W Max.
GU10 LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Shower Trim with Dome Lens
Lamp: MR16 LED GU5.3 6W Max.
GU10 LED GU10 6W Max.
PAR16 LED E26 6W Max.
Gasket used to prevent moisture
Wet location listed

3.5" Square Baffle Trim
Lamp: MR16 LED GU5.3 8W Max.

3.5" Eyeball Trim

Lamp: MR16 LED GU5.3 8W Max.
GU10 LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Reflector Adjustable Trim

Lamp: MR16 LED GU5.3 8W Max.
GU10LED GU10 8W Max.
PAR16 LED E26 8W Max.

3.5" Shower Trim with Frosted Lens

Lamp: MR16 LED GU5.3 6W Max.
GU10 LED GU10 6W Max.
PAR16 LED E26 6W Max.
Gasket used to prevent moisture
Wetlocation listed

3.5" Square Reflector Trim
Lamp: MR16 LED GU5.3 8W Max.

GU10LED GU10 8W Max. GU10LED GU10 8W Max, GU10LED GU10 8W Max.
PAR16 LED E26 8W Max. PAR16 LED E26 8W Max PAR16 LED E26 8W Max.
3.5" Square Gimbal Trim
Lamp: MR16 LED GUS5.3 8W Max.
GU10 LED GU10 8W Max.
PAR16 LED E26 8W Max.
ORDER MATRIX | Example: B35001-WH
A B C
A | Series C | Baffle/Reflector Finish
B35XXX | 3.5 Inch Trim cL| Clear
HZ | Haze
B | Ring Finish CP | Champagne
- WH | White Matte
WH | White Matte WS | White Shining
WS | White Shining BK | Black Matte
BK | Black Matte BS | Black Shining
BS | Black Shining ORB | Oil Rubbed Brown
ORB | Oil Rubbed Brown GR| Grey
CR| Crey SN | Satin Nickel
SN | Satin Nickel CH| Chrome
CH | Chrome PB | Polished Brass
PB | Polished Brass MO | Mocha
MO | Mocha GL| Golden
GL | Golden
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