TRACK GIMBAL
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DESCRIPTION LISTED
Line voltage die cast aluminum designer gimbal fixtures to suit any application and light
source. Yoke provides full adjustment position of light source for special aiming and
tightening knobs assure secure lock on angle position.

® Body: Die cast aluminium

® Electrical: Single, Double and Tripple circuit track systems

e Gimbal : Adjustable

® Socket : E26 / GU10

e Finish : Black (BLK), White (WH), Satin Nickel (N), Custom (C)
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APPLICATIONS

e Offices

e Libraries

e Classrooms

e Conference rooms
® Retail Applications
e Hotels

® Hospitals

e Hallways

® Entrances

SPECIFICATIONS

Ordering Information

Sample Catalog No.: C118-TG-K__ _ _-WH

No. MODEL DESCRIPTION Voltage Watt Bulb
11 C118-TG-K2103 Line voltage track head 120V - 277V 50W GU10
12 C118-TG-K2603 Line voltage track head 120V - 277V 50W GU10
13 C118-TG-KLOO10 Line voltage track head 120V - 277V 50W AR111
14 C118-TG-K2643 Line voltage track head 120V - 277V 150W PAR & BR
15 C118-TG-K2653 Line voltage track head 120V - 277V 150W PAR & BR

v.1507

CVBO

8088, Trans-Canada Highway
Montreal, Qc., H4S 1M5, CANADA

+1(514) 745-1414
+1(514) 745-4664

info@Cobolight.com
Cobolight.com




